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1. ALL HOLES MUST BE PRECAST.
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2. MAXIMUM HOLE SIZE = PIPE O.D. + 4"
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3. USE CONCENTRIC CONIC SECTIONS IN RIGHT-OF-WAY.
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4. OUTFALL MANHOLES MUST HAVE CAST IN PLACE RINGS.
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NOTES:
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STANDARD MANHOLE FRAME AND COVER

AutoCAD SHX Text
BRICK COURSES FOR  ADJUSTMENT TO GRADE MAX. 3 COURSES (11" MAX)
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STANDARD 24" x 48" CONE SECTION
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FOR DETAILS OF FRAME & COVER
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SEE STD. # 111.
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NOTE:
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EPOXY GROUT
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TYPICAL STEP
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N.T.S.
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3/4" BAR x 12" WIDE STEP
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TYPICAL INSTALLATION
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TYPICAL 48" DIA. RISER SECTION 1'-0", 1'-6", 2'-0", 2'-6", 3'-0", 3'-6", 4'-0" HEIGHTS
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48" x 5" WALL ONE PIECE BASE UNIT, 4'-0" HEIGHT
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TYPICAL JOINT
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N.T.S.
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ASPHALTIC MASTIC SEALANT
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ONE PIECE BASE UNIT
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PLAN VIEW
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MATCH PIPE CROWNS
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THRU ONE PIECE BASE UNIT
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SECTION "A-A"
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DEFLECTION ANGLE AS REQUIRED
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MANHOLE MUST BE CORED RUBBER BOOT IS REQUIRED
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JOIN ADAPTERS (SECTION VIEW)
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"BELL UP" MANHOLE
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MALE ADAPTER
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FEMALE ADAPTER
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"BELL DOWN" MANHOLE
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"BELL UP"
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ASPHALT MASTIC
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ALL JOINTS

AutoCAD SHX Text
1.03"
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5' X 5' CONC.
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5. SEE STANDARD NO. 112 FOR    MANHOLE DEPTH GREATER THAN 20'.
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6" COMPACTED CRUSHED STONE
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3000 PSI CONCRETE
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12"
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FLEXIBLE EPDM RUBBER SEAL
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EPDM RUBBER SEAL
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NOTE: : ON ALL SECTIONS BELOW THE WATER TABLE 8" EXTERNAL SEAL WRAP WILL BE REQUIRED.
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DRAWING NO.
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FULTON COUNTY PUBLIC WORKS 141 PRYOR ST. ATLANTA, GA. 30303 404-612-7400 FAX: 404-224-0498
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DGS/DRN/CHKD: APPROVED: DATE:
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REW
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12-2-05
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FULTON COUNTY STANDARD DETAIL 113 MANHOLES PRECAST DETAILS
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NRR
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GROUT ALL  LIFT HOLES AND COAT ALL EXTERIOR SURFACES WITH COAL TAR EPOXY. EPOXY COATING ONLY  REQUIRED IF FIELD CONDITIONS WARRANT INSTALLATION.
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